
Pine64 Domoticz Smart Energy Meter Integration 
Connected with P1 USB cable 

Hardware 
 Pine A64+ 2GB board 

 Tested with Kaifa E0003 Smart Meter (KFM5KAIFA-METER) 

 Sinforcon P1 cable (http://www.sinforcon.com/product/html/508.html) 

Software 
 Pine64 Domoticz 150318 build 

o OS: ARMBIAN 5.38 stable Debian GNU/Linux 8 (Jessie) 3.10.107-pine64 

o Domoticz version: 3.8153 

Instructions 
Follow these steps to connect a Smart Energy Meter to your existing Pine64 Domoticz setup: 

1. Connect a P1 cable to the USB port of your Pine64 and connect the other end to the RJ-11 

port of your Smart Energy Meter.  

2. Enter the Domoticz UI, select the “Setup” menu in the top navigation bar and click the 

“Hardware” option. 

3. Fill in the desired name and select “P1 Smart Meter USB” as type. 

4. Select “/dev/ttyUSB0” as Serial Port. 

5. Select the right baudrate; most new Smart Energy Meters have a rate of 115200, older ones 

sometimes have a rate of 9600. You can try both to see which one suits your Smart Meter. 

The rest of the options can be left unchanged.  

6. Click the “Add” button to add the Smart Meter to your Domoticz Network. 

The Smart Meter can now be found in the “Setup”  “Devices” menu. You can click the green arrow 

next to the device (“Add Device”) to add the device to the “Utility” overview. From there you can 

open multiple graphs with data from you Smart Energy Meter.  

Troubleshooting 
If Domoticz isn’t receiving any data from your Smart Energy Meter or the device isn’t appearing in 

the “Devices” menu after following the steps above, please try changing the baudrate in step 5 of 

the instructions. 

NOTE: 

A lot of different P1 cables are available but not all of them are suitable for use with Smart Energy 

Meters, this also depends on the type of Smart Energy Meter you want to use it with. More 

information about this can be found on the Sinforcon link above. 

 

http://www.sinforcon.com/product/html/508.html

